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ANCRONA CORF

P.0.BOX 2208
CULVER CITY, CALIFORNIA 90230

Fast, easy assembly into quality sound systems.

Ideal for use with tape deck, FM tuner, record player,
microphone and musical instruments.

Used by name brand manufacturers of quality stereo and
Hi Fi equipment.

2 year warranty.

Outstanding sound characteristics:
Harmonic distortion less than .5%
Frequency response less than 72 db from 20 to 100 k Hz.

Hybrid (integrated and discrete) circuitry construction
for reliability.

SOLD BY:

ANCRONA CORPORATION
P.0. BOX 2208
CULVER CITY, CALIF. 90230



CHARACTERISTIC

Maximum rms power
Output Load
Supply Voltage

Absolute Max.
Supply Voltage

Supply Current
Suggested Fuse

Harmonic Distortion
at Full Output

Voltage Gain,
Full Feedback

Input Impedance
Output Impedance

Output Coupling
Capacitor

Signal to Noise Ratio
Idling Current

Heat Sink
(Minimum)

Operating Temperature

Storage Temperature

SY-1010Y (10 WATTS)

1A

SPECIFICATIONS

1A

0.5% max.

30 dB typ.

60,000 ohms typ.

0.3 ohms typ.

1000 uF
50 WV DC

90 dB typ.
30 mA typ.

None

-10°C to+70°C

-25°C to+85°C

RECOMMENDED

0.
1A

0.5% max.

28 dB typ.

70,000 ohms typ.
0.2 ohms typ.

2200 uF
50 WV DC

90 dB typ.

30 mA typ.

70 cm2

(11 sq. in.)
-10°C to+70°C

~20°C to+80°C

WIRING DIAGRAMS

SI-1025E (25WATTS)

1A FUSE

|

1A

SY-10I0Y SI-1025E SI-1050E

0.5% max.

28 dB typ.

70,000 ohms typ.

0.2 ohms typ.

2200 uF
75 WV DC

90 dB typ.

30 mA typ.

135 cm

2

(21 sqg. in.)

-10°C to+70°C

-20°C to+80°C

SI-1050E (S0 WATTS)
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